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Compact telematics On Board Unit equipped with a back up battery. 
It consists of an embedded microprocessor, 6-axes internal integrated accelerometer 
and gyroscope, Bluetooth Low Energy 4.1 module*, GSM module (GPRS 2G Quad-band) 
with an internal antenna, e-Sim and a Multi-Constellation GNSS receiver.
*only in optional BT variant

OCTO EasyPro

PRODUCT 
COMPOSITION

Base components
• electronic control unit with indicator LED and 

an integrated eSim M2M
• cables attached to central unit for power supply:

2 or 3 wires depending on product configuration
• labels with IMEI and SN

• installation guide
• cleaning serviette
• fixing bands
• spare double-side tape

P R O D U C T  D E S C R I P T I O N

Length: 94,5mm

Width: 54mm

Height: 12,4mm

Weight: 60 g 

WEIGHT 
& DIMENSION

ELECTRICAL
CHARACTERISTICS

• back up battery: 280 mAh
• operating voltage: 12 – 24 V (DC)
• power consumption: max 4mA in standby mode

GEOGRAPHY European Union Countries

TECHNICAL 
SPECIFICATIONS

• microprocessor: Teseo III (supporting GPS, Galileo, 
Glonass, bei-DOU, QZSS)

• memory: Flash 4 MB

• operating temperature: -30 °C to +75°C
• IP protection: IP 65

SENSOR
• internal integrated 6 axes movement sensor:
- acceleration sensitivity: +/- 16 g full scale
- angular rate range: +/- 2000 dps full scale

• auto-normalization: self-calibrating, 
auto-normalization of the data to 
the vehicle’s direction of motion

WIRELESS
• modem GSM Quad-band: (850/900/1800/1900 MHz)
• Dual mode Bluetooth module: Bluetooth Low Energy 

4.1* (data) and BT 2.1 Voice. *only in BT variant

• FOTA: firmware over the air, for remote 
software update and configuration

CERTIFICATIONS

• Compliant to: 
- RoHS
- CE, E Mark

• EMC (Electromagnetic Compatibility):
- EN 301 489-1
- EN 301 489 -7
- 2004/104/EC

• E Mark:
- UNECE regulations
- EMC R10.05

• Spectrum Efficiency:
- EN 301 511

• RED:
- 2014/53/UE

• Low Voltage:
- 2006/95/EC

• Health:
- EN62311

• Safety:
- EN 60950

INSTALLATION
• 2 wires configuration: Self-installed under the hood 

on the top of the vehicle battery
• 3 wires configuration: Professional installed 

inside the vehicle cabin

OTHER

• 2 Wires configuration:  
- Main car ground input (GND)
- Main car battery input (+30)

• 3 Wires configuration:  
- Main car ground input (GND)
- Main car battery input (+30)
- Ignition input (+15/54) 
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